MPG3102AT, MPG3153AT, MPG3204AT, MPG3307AT, MPG3409AT 2 
3.5-inch, ATA Interface Hard Disk Drive FUJITSU 


Installation Guide 


Below is a diagram of the PCBA board for the Fujitsu MPG3XXXAT series of ATA interface disk drive and also a 
summary of the user-selectable options including guidelines for installation of the drive. 


DRIVE MOUNTING REQUIREMENTS 


MOUNTING SCREW FIXING 

When the mounting screw holes on the side of the drive are used, then 
use only the two pairs of outer holes. Do not use the center hole in 
conjunction with only one of the outer holes. The screw must not penetrate 


the drive 
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CAUTION 

Installing mounting screws with 
excessive lengths will damage the 
drive, 


GROUNDING 
Sufficient grounding will be provided for correct operation when the drive 
is screwed into an electrically grounded frame. 


ORIENTATION 
The disk drives can be mounted in any orientations. 


COOLING 
‘Allow space above and below the drive to provide for adequate air fiow. 


Fan cooling is recommended. The disk enclosure temperature, measured 
‘ATTOP CENTET, SNOUT TOVET EXCEET 60 T. = 


CAUTION 
Plug an IDE interlace cable connector into °C1* on Fujitsu hard disk drive. The stripped or 
colored edge of the IDE interface cable connector must match “Pin-1" on the drive connector as 
shown in the left Figure. (The connector will only fit in one rientation as the projection on the 
connector fits into a slot on "C1". Do not force the cable connector into the drive connector.) 


JUMPER SETTINGS 


Master Drive Setting za Slave Drive Setting 
(Default setting) 


(Slave Present) Cable Select Mode Setting (CSEL) 

Wt the slave device does not use the Device Active/Siave Cable select mode gives an altemative method by which the drive 
Present (DASP-)signal to indicate its presence, the device is may be set to MASTER or SLAVE. A special cable is needed to 
contigured as a Master with slave present when the following implement this feature and should only be used if supported by 


jumper setting is applied BOTH drives. 
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MPER SETTINGS 
11 the drive cannot be recognized by the system, due to non-transiating BIOS (Legacy), which does not allow drives with capacities greater than 
2.1GB, the following jumper setting should be applied 


Master Drive Setting (Slave Present) Slave Drive Setting Cable Select Mode Setting (CSEL) 
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3. SYSTEM BIOS PARAMETERS 


When installing the drive in any PC system the drive will need to be configured in the system BIOS as follows: BIOS that support Auto-Detect & 
LBA use this function, it LBA function is not supported the values in the CHS table listed below will need to be entered manually. 


CHS LBA 
‘Model Cylinders [Heads | Sectors | Wpcom | zone | Capacity(GB) Sectors Capacity(G8) 
MPG3102AT 16383 16 eo | o | o 8.45 | 20,015,856 10.24 
MPG31S3AT 16383. 16 eo | o | o 845 |__ 30,023,200 15.37 
"_MPG3204AT 16983 16 e | o | o eas | 40,031,712 20.49 
| mpasso7at 16383 16 eo | o | o 645 | _ 60,046,560 zora__‘| 
MPG3409AT 16383 16 63 0 0 845 80,063,424 40.99 


4. PARTITIONING AND FOMATTING (using DOS 5.0 or later) 


CAUTION : Partitioning or formatting a drive erases all data on the disk. 
In case of replacing a drive, which now is the operating system startup drive, be sure to create a 
bootable DOS system diskette that has FDISK.EXE and FORMAT.COM from your operating system, 
before starting the following. For details please refer to the MS-DOS manual. 


Drive partitioning 


1. Insert a bootable DOS diskette that has the FDISK.EXE into your diskette drive and power on your computer. 
At the A : prompt type FDISK, press ENTER follow the instructions on the screen. 


Drive formatting 

2. Insert a DOS program diskette that has the FORMAT.COM into your diskette drive. To format the primary system drive, type 
FORMAT C :/S at the DOS command prompt and press ENTER. The /S parameter makes C : the operating system startup 
drive. 


3. To format a second drive (not : C), type format X : /S, where X is the letter of your next new partition. 
Repeat the format process for all the new partitions you have created. 


4, Remove the diskette and reboot your computer. The installation is compiete. 


It your system will not boot up after complete installation, recheck all settings. 


5, WORLD WIDE WEB SITE 


Corporate http:/www.tujitsu.co,jp/ SINGAPORE _http:/Awww.{sl.com.sg/ 

USA httpy/www.topa.comv CANADA http://www fujitsu.cal 

EUROPE httpy/www.fujitsu-europe.com/ AUSTRALIA —_http/Avww.fujitsu.com.au/ 
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